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Safety coupling, Series CP1
- External thread
- NW 0.31 inch

Working pressure min./max. 0 ... 232 psi
Ambient temperature min./max. 14 ... 194 °F
Medium temperature min./max. 14 ... 194 °F
Medium Compressed air
Weight See table below

The delivered product may vary from that
in the illustration.

Technical data

Part No. Nominal width
NW

Port G Port D Flow Housing Delivery unit Weight
Qn

1823376028 0.31 inch G 1/4 NW 7,8 1.83 Cv Brass, nickel-plated 1 piece 0.375 lbs
1823376029 0.31 inch G 3/8 NW 7,8 1.83 Cv Brass, nickel-plated 1 piece 0.375 lbs
1823376030 0.31 inch G 1/2 NW 7,8 1.83 Cv Brass, nickel-plated 1 piece 0.386 lbs

Weight per piece

On pushing the release bushing back, the coupling plug is released but remains locked. The coupling valve closes and and the air line
is simultaneously vented. Actuate the release bushing once more for safe uncoupling.

Technical information

Technical information

Material

Housing Brass, nickel-plated

Release bushing Brass, nickel-plated

Seal Acrylonitrile butadiene rubber

Port Brass, nickel-plated
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Dimensions

Dimensions

Dimensions

Part No. Port G Nominal width NW L SW

1823376028 G 1/4 0.31 inch 62 24
1823376029 G 3/8 0.31 inch 62 24
1823376030 G 1/2 0.31 inch 62 24
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Safety coupling, Series CP1
- Internal thread
- NW 0.31 inch

Working pressure min./max. 0 ... 232 psi
Ambient temperature min./max. 14 ... 194 °F
Medium temperature min./max. 14 ... 194 °F
Medium Compressed air
Weight See table below

The delivered product may vary from that
in the illustration.

Technical data

Part No. Nominal width
NW

Port G Port D Flow Housing Delivery unit Weight
Qn

1823376031 0.31 inch G 1/4 NW 7,8 1.83 Cv Brass, nickel-plated 1 piece 0.353 lbs
1823376032 0.31 inch G 3/8 NW 7,8 1.83 Cv Brass, nickel-plated 1 piece 0.375 lbs
1823376033 0.31 inch G 1/2 NW 7,8 1.83 Cv Brass, nickel-plated 1 piece 0.386 lbs

Weight per piece

On pushing the release bushing back, the coupling plug is released but remains locked. The coupling valve closes and and the air line
is simultaneously vented. Actuate the release bushing once more for safe uncoupling.

Technical information

Technical information

Material

Housing Brass, nickel-plated

Release bushing Brass, nickel-plated

Seal Acrylonitrile butadiene rubber

Port Brass, nickel-plated
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Dimensions

Dimensions

Dimensions

Part No. Port G Nominal width NW L SW

1823376031 G 1/4 0.31 inch 60 24
1823376032 G 3/8 0.31 inch 60 24
1823376033 G 1/2 0.31 inch 60 24
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Safety coupling, Series CP1
- Collar
- NW 0.31 inch

Working pressure min./max. 0 ... 232 psi
Ambient temperature min./max. 14 ... 194 °F
Medium temperature min./max. 14 ... 194 °F
Medium Compressed air
Weight See table below

The delivered product may vary from that
in the illustration.

Technical data

Part No. Nominal width
NW

Port G Port D Flow Housing Delivery unit Weight
Qn

1823376024 0.31 inch Ø 6 NW 7,8 1.83 Cv Brass, nickel-plated 1 piece 0.353 lbs
1823376025 0.31 inch Ø 8 NW 7,8 1.83 Cv Brass, nickel-plated 1 piece 0.353 lbs
1823376026 0.31 inch Ø 10 NW 7,8 1.83 Cv Brass, nickel-plated 1 piece 0.375 lbs
1823376027 0.31 inch Ø 13 NW 7,8 1.83 Cv Brass, nickel-plated 1 piece 0.375 lbs

Weight per piece

On pushing the release bushing back, the coupling plug is released but remains locked. The coupling valve closes and and the air line
is simultaneously vented. Actuate the release bushing once more for safe uncoupling.

Technical information

Technical information

Material

Housing Brass, nickel-plated

Release bushing Brass, nickel-plated

Seal Acrylonitrile butadiene rubber

Port Brass, nickel-plated
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Dimensions

Dimensions

Dimensions

Part No. Port G Nominal width NW L SW

1823376024 Ø 6 0.31 inch 76 24
1823376025 Ø 8 0.31 inch 76 24
1823376026 Ø 10 0.31 inch 76 24
1823376027 Ø 13 0.31 inch 76 24
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Coupling plug with external thread
- Coupling plug
- NW 0.28, 0.31 inch

Working pressure min./max. 0 ... 232 psi
Ambient temperature min./max. 14 ... 194 °F
Medium temperature min./max. 14 ... 194 °F
Medium Compressed air
Weight See table below

The delivered product may vary from that
in the illustration.

Technical data

Part No. Nominal width NW Port G Port D Housing Delivery unit Weight

1823351016 0.28 inch G 1/4 NW 7,2 Brass, nickel-plated 10 piece 0.048 lbs
1823351033 0.31 inch G 1/4 NW 7,8 Steel, galvanized 10 piece 0.04 lbs
1823351017 0.28 inch G 3/8 NW 7,2 Brass, nickel-plated 10 piece 0.064 lbs
1823351034 0.31 inch G 3/8 NW 7,8 Steel, galvanized 10 piece 0.06 lbs
1823351035 0.31 inch G 1/2 NW 7,8 Steel, galvanized 5 piece 0.095 lbs
1823351027 0.28 inch G 1/2 NW 7,2 Brass, nickel-plated 5 piece 0.101 lbs

Weight per piece
Coupling plugs are suitable for couplings with nominal widths NW 7.2, 7.4 and 7.8.

Technical information

Material

Housing Brass, nickel-plated, Steel, galvanized
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Dimensions

Dimensions

Dimensions

Part No. Port G Nominal width NW L SW

1823351016 G 1/4 0.28 inch 33 17
1823351033 G 1/4 0.31 inch 33 17
1823351017 G 3/8 0.28 inch 33 19
1823351034 G 3/8 0.31 inch 33 19
1823351035 G 1/2 0.31 inch 35 24
1823351027 G 1/2 0.28 inch 35 24
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Coupling plug with internal thread
- Coupling plug
- NW 0.28, 0.31 inch

Silicon silicone-free
Working pressure min./max. 0 ... 232 psi
Ambient temperature min./max. 14 ... 194 °F
Medium temperature min./max. 14 ... 194 °F
Medium Compressed air
Weight See table below

The delivered product may vary from that
in the illustration.

Technical data

Part No. Nominal width
NW

Port G Port D Housing Delivery unit Weight Fig.

1823373001 0.28 inch G 1/4 NW 7,2 Brass, nickel-plated 10 piece 0.055 lbs Fig. 2
1823373081 0.31 inch G 1/4 NW 7,8 Steel, galvanized 10 piece 0.053 lbs Fig. 2
1823373002 0.28 inch G 3/8 NW 7,2 Brass, nickel-plated 10 piece 0.055 lbs Fig. 2
1823373082 0.31 inch G 3/8 NW 7,8 Steel, galvanized 10 piece 0.053 lbs Fig. 2
1823373083 0.31 inch G 1/2 NW 7,8 Steel, galvanized 5 piece 0.075 lbs Fig. 2

Weight per piece, Coupling plugs are suitable for couplings with nominal widths NW 7.2, 7.4 and 7.8.

Technical information

Material

Housing Brass, nickel-plated, Steel, galvanized
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Dimensions

Dimensions

Part No. Port G Nominal width NW L SW

1823373001 G 1/4 0.28 inch 33 17
1823373081 G 1/4 0.31 inch 33 17
1823373002 G 3/8 0.28 inch 33 19
1823373082 G 3/8 0.31 inch 33 19
1823373083 G 1/2 0.31 inch 33 24
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Coupling plug with collar
- Coupling plug
- NW 0.28, 0.31 inch

Working pressure min./max. 0 ... 232 psi
Ambient temperature min./max. 14 ... 194 °F
Medium temperature min./max. 14 ... 194 °F
Medium Compressed air
Weight See table below

The delivered product may vary from that
in the illustration.

Technical data

Part No. Nominal width
NW

Port G Port D Housing Delivery unit Weight Fig.

1823386035 0.28 inch Ø 6 NW 7,2 Brass, nickel-plated 10 piece 0.033 lbs Fig. 2
1823386085 0.31 inch Ø 6 NW 7,8 Steel, galvanized 10 piece 0.031 lbs Fig. 2
1823386017 0.28 inch Ø 8 NW 7,2 Brass, nickel-plated 10 piece 0.035 lbs Fig. 2
1823386086 0.31 inch Ø 8 NW 7,8 Steel, galvanized 10 piece 0.033 lbs Fig. 2
1823386060 0.28 inch Ø 10 NW 7,2 Brass, nickel-plated 10 piece 0.042 lbs Fig. 2
1823386087 0.31 inch Ø 10 NW 7,8 Steel, galvanized 10 piece 0.04 lbs Fig. 2
1823386020 0.28 inch Ø 13 NW 7,2 Brass, nickel-plated 10 piece 0.048 lbs Fig. 2
1823386088 0.31 inch Ø 13 NW 7,8 Steel, galvanized 10 piece 0.048 lbs Fig. 2

Weight per piece, Coupling plugs are suitable for couplings with nominal widths NW 7.2, 7.4 and 7.8.

Technical information

Material

Housing Brass, nickel-plated, Steel, galvanized
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Dimensions

Fig. 2

Dimensions

Part No. Port G Nominal width NW L

1823386035 Ø 6 0.28 inch 45
1823386085 Ø 6 0.31 inch 45
1823386017 Ø 8 0.28 inch 45
1823386086 Ø 8 0.31 inch 45
1823386060 Ø 10 0.28 inch 45
1823386087 Ø 10 0.31 inch 45
1823386020 Ø 13 0.28 inch 45
1823386088 Ø 13 0.31 inch 45
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